
Automated Shimmns Wagon TTU

The automated Shimmns wagon provides a safer, faster, and more efficient and damage-free cargo handling 

experience at the push of a button. The new generation tarpaulin opens and closes effortlessly, powered by a heavy-

duty axle-mounted alternator, while smart sensors ensure that it is locked and water-tight before departure.

Load limit grid

A B1 B2 C2 C3 C4 D2 D3 D4

S 38.7 38.7 50.5 55.5 60.5 55.5 65.1 68.5

120 00.0 t

● Easy to use and fully automated tarpaulin opening & closing mechanism

● Sensor controlled water-tight tarpaulin locking system

● Less damage to wagon parts & safer to use

● Faster to load and unload

● High payloads on C-tracks (>60 t) as well as D-tracks (>68 t) due to a low tare weight
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Length over buffers 12’040 mm

Distance between outer

wheelsets

8’800 mm

Track gauge 1’435 mm

Minimum curve radius 35 m

Ferry boat angle 2°30' , R = 120m

Number of coil securing arms 20

Max. Coil-width 2’052 mm

Min. Coil-width 352 mm

Technical Data

Operational area TEN, G1, GE

Bogie Y25 Lsd-KP1

Axle load 22,5 t

Brake KE-GP-A

Brake pad Cosid 810

Parking brake weight 21 t

Buffer Kat. A, UIC 526-1

Safety equipment,

optional

Derailment detector

Tare weight 21’500 kg

Payload

Dimensions and Equipment

Advantages
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Covered wagon, Shimmns TTU
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