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Payload

Load limit grid A B C D
S 39.0 t 47.0 t 57.0 t 65.0 t

120 00.0 t

Technical Data

Operational area TEN GE, G1

Bogie Y25 Lsd1K

Axle load 22.5 t

Brake KE-GP-A

Brake pad Jurid 816 M

Parking brake weight 20 t

Buffer Crash buffer

Safety equipment Derailment detector

Climbing protection

Retractable dome 

Rollover protection

Dimensions / Specifications

Length over buffers 13’455 mm

Distance between outer

wheelsets

10’215 mm

Track gauge 1’435 mm

Minimum curve radius 35 m / 150 m

Ferry boat angle 2°30’, R=120 m

Tankcode P22DH

Tank material P460NL1

Tank capacity 54 m3

Tank length 11’215 mm

Tank diameter 2’550 mm

Wascosa Safe tank car®, 54m3, Zagns
for the transportation of chlorine and sulphur dioxide

Dimensions / Specifications

Operating pressure 14 bar

Calculation pressure 22 bar

Calculation

temperature

-40 / +50o C

Heating / Insulation No

• Telematics

• New safety concept for the dangerous goods tank-wagons

• The safety equipment includes crash buffer, derailment detector, climbing 

protection and retractable dome with rollover protection

Tare weight 25’000 kg

low-nois

e

Advantages
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Wascosa Safe tank car®, 54m3, Zagns

Top Equipment

Dome with cover hood DN 500

Quick release double-valve (Phoenix)

− Liquid phase DN 40  (2 x)

− Gas phase DN 40  (1 x)

Equipment
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