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Advantages

Payload

Load limit grid

Technical Data

Operational area TEN, G1, GE

Bogie Y25 Ls(s)1-K

Axle load 22.5 t

Brake KE-GP

Brake pad Cosid 810

Parking brake weight 22 t

Buffer Crash buffer

Safety equipment,

optional

Derailment detector

Climbing protection

Dimensions / Specifications

Length over buffers 18‘000 m

Distance between outer

wheelsets

13‘900 m

Track gauge 1’435 mm

Minimum curve radius 35 m

Ferry boat angle 2°30’ 

Tankcode P25BH

Tank material P460NL2

Tank capacity 110 m3

Tank length 16’040 mm

Tank diameter 3’040 mm

Tank wagon for pressurised gas, 4-axle, 110m3, Zags

Tare weight 31’850 kg

Dimensions / Specifications

Calculation pressure 25 bar

Operating pressure 25 bar

Calculation temperature -40°C / +50°C

Sun shield Yes

Heating / Insulation No

• Telematics

• Central longitudinal sill (and no side-sills), therefore easier to use

• Derailment detector and climbing protection as opfional safety equipment low-nois

e

for the transportation of gas products
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Tank wagon for pressurised gas, 4-axles, 110 m3, Zags

Bottom Equipment

Manhole (on the side) DN 80 

Floor valve - Luiquid phase DN 80 (hydraulical)

Floor valve - Gas phase DN 80 (hydraulical)

Isolation valve - Luiquid phase DN 80 with angle seat valve blind flanged

Isolation valve - Gas phase DN 80 with angle seat valve blind flanged

Reducing connector - Gas phase DN 80/50

Equipment

Boundary line, UIC 505-1 Boundary line, UIC 505-1
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