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Gravel unloading trailer, 60m³, Fanps
for the tranportation of gravel, shingle (> 6mm)

● Telematics
● Sound absorption of unloading cylinders
● 360° Lighting of the Gravel unloading trailer with 15 LEDs
● The 3 unloading hoppers and 6 unloading cylinders are operated via radio control
● Optionally with anti-dust water sprinkler system

Payload Technical Data
Operational area TEN, G1, GE

Bogie Y25 Lsd1

Axle load 22.5 t

Brake KE-GP-A

Parking brake Optional

Buffer Kat. A, UIC 526-1 Crash buffer

Wascosa AG T +41 41 727 67 67
Werftestrasse 4  info@wascosa.com
CH-6005 Luzern  www.wascosa.com

Subject to technical changes

Project No O/17-110-COLA
U20-001_Fanps

Tare weight 22’000 kg

Length over buffers 15’640 mm

Distance between outer wheelsets 12’400 mm

Track gauge 1’435 mm

Minimum curve radius 60 m

Loading capacity 60 m3

Width of the loading opening 1’960 mm

Length of the loading opening 11’220 mm

Number of unloading openings 3

Width of unloading openings 3 x 780 mm

Length of unloading openings 3 x 1’040 mm

Advantages



Gravel unloading trailer, 60m³, Fanps

Comparison of unloading options

• The 3 barrels on each side of the wagon are connected by a connecting shaft.
• These 3 barrels can be adjusted in 4 positions:
 One position for unloading of the gravel approx. 350 mm within the track.
 One position for unloading of the gravel approx. 350 mm outside the track.
 One position for unloading of the gravel approx. 500 mm outside the track.
 One mobile position

350 mm inside 350 mm outside

500 mm outside Moving modus
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