
Load limit grid

Dimensions / Specifications

Length over buffers 20’000 mm

Distance between outer

wheelsets

16’760 mm

Track gauge 1’435 mm

Minimum curve radius Single wagon: 75 m

Coupled wagon:  150 m

Ferry boat angle 2o30’, R = 150 m

Loading capacity 130 m3

A B C D

S 41.8 t 49.8 t 59.8 t 67.8 t

120 00.0 t

Bulk freight wagon with moveable roof, 130m³, Tagnpps

Advantages

● Telematik

● Optimized for the transportation of moisture-sensitive agricultural products

● Easier and more efficient loading due to the continuous platform-operated moveable roof

and the great loading opening

● Easier and more efficient unloading due to 3 optimized unloading hoppers with big

unloading openings

● Optional sampling equipment makes it easy and quick to take load samples

Tare weight 22’200 kg

Payload

Technical Data

Operational area TEN, G1, GE

Bogie Y25 Lsd_KB1

Axle load 22.5 t

Brake CFCB (compact brake)

Brake pad Cosid 810

Parking brake weight 22.8 t

Buffer Kat. A, UIC 526-1

Safety equipment

optional

Derailment detector
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Subject to technical changes

Dimensions / Specifications

Dimensions of the 

loading openings

800 x 18’000 mm

Number of unloading

openings

3

Dimensions of the 

unloading openings

460 x 1’400 mm

Sampling equipment Ja
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for the tranportation of grain products, which must be protected during transport
low-nois
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