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Payload

Load limit grid A B C D
S 46.6 t 54.6 t 64.6 t 72.6 t

120 00.0 t

Silo wagon, 82m3, Uacns

Tare weight 17’340 kg

Dimensions / Specifications

Length over buffers 16’240 mm

Distance between outer

wheelsets

13’000 mm

Track gauge 1’435 mm

Minimum curve radius 35 m

Ferry boat angle 2
o
30´

Tank material Al_AW-5083

Tank capacity 82 m3

Tank length 12’000 mm

Tank diameter 3’080 mm

Max. operating

pressure

2.5 bar

Permittet temperature

range

-40/+80
o

C

Technical Data

Operational area TEN, GE, G1

Bogie Y25 Lsi(f)

Axle load 22.5 t

Brake KE-GP-A (CFCB)

Brake pad Cosid 810

Parking brake weight 20 t

Buffer Kat. A, UIC 526-1

Safety equipment, 

optional

Derailment detector

Equipment

Dom cover Numbers 4,  500

Fixed coupling Storz, DN100

Blind coupling Storz, DN100

Check valve DN100

Shut-off flap DN100

Unloading pipe DN100

Number of unloading

hoppers

4

for the transportation of dusty goods

• Telematics

• Small tare weight due to the aluminium-tank

• More produktivity due to the high aufgrund hoher payload of 72.6 tons

• Derailment detector as optional safety equipment

low-nois

e

Advantages
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Silo wagon, dusty goods, 82m3, Uacns
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